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MEASURE THE DEPTH OF SOCKET 
BELOW FLOOR LEVEL 

SOCKET IS APPROXIMATELY 'A- 
BELOW FLOOR LEVEL - USE 
%** SPACER. 

Bushing 

SOCKET I S  APPROXIMATELY 
B E W W  FLOOR, LEVEL - 

. 3W SPACER. < -  

Bushing 

'age 2 



Remove the rubber mat from the floor. Move RELEASE TRIGGER 
the stock shifter stick to NEUTRAL. Slide You should NOT be able-to eng 
the stock boot up onto the stick. Remove the gear when trigger I s  released. AH 
two bolts that fasten the stock shifter to the shift to REVERSE with trigger DOWN 
floor. L i f t  the stock shifter up out of the leased). Apply power to identify gear. 
f Eoor tunne I .  peat this attempt several times to be sure that 

you cannot engage REVERSE. 
Measure depth of torque tube socket below 
surface of floor. Refer to illustration that if preceding testing proved installation to be 
shows how to measure this depth. satisfactory, finish instal lotion as described 

in paragraph 7. if testing proved that 3rd or 
Lubricate the of the shifting torque 4thg& could be engaged with the trigger 
tube with grease. Use the longer bolts sup- UP or that REVERSE could be engaged with 
plied with this kit  to fasten the shifter to the trigger DOWN, adjust shifter mounting as 
floor, placing the proper spacer on the floor directed by paragraph 6. 
under the shifter. Guide the boll of the stick 

en mounting bolts enough to permit 
moving the shifter all the way to the 

HT. Tighten the bolt's and re-test 
elongated slots. 

cket was 'deept ne 
toting the use of the 3/8" spacer, yo 
have to cut a section of the "waff l ing" 
the underside of the f loormot. This i s  to a1 low sively . 
the-phti~-~-+t ~ O W T  

thesh ifter . 

TEST SHIFTER After a new support bushing has been  in- 
The fore and aft location of the shifter on the 
floor must be adjusted so that it does not re- 
strict full travel of stick into 1st & 3rd or 2nd 
& 4th gears during normal shifting. 

GEAR IDENTIFICATION MUST BE ESTAB- Part No. I l l  -701 -259A). This bushing i s  
LISHED WITH ENGINE R U N N I N G  BY located Inside floor funnel under the shifter 
ENGAGING EACH GEAR THEN GENTLY and i s  accessible through the shiver opening. 
RE LEAS! NG THE CLUTCH. APPLY NORMAL (Shifting torque tube must be removed to free 
POWER TO MOVING THE CAR AND plastic bushing. ) 
IDENTIFY THE GEAR. 

7. Replace mat. Slide the plastic housing (leave 
CAUTION the rubber boot above)down over shifter hous- 

PERFORM TESTING ON OPEN, LEVEL AREA ing until the lower edge of the housing touches 
THAT IS ISOLATED FROM TRAFFIC AND the floor mat. Slide the rubber bootdown 

CHILDREN. into the plastic houshg. Squeeze the boot 

PULL TRIGGER UP AND HOLD IT  UP. 
Shift from 1 s t  to REVERSE. Apply power. 

nnd mess it into the ooenina . Adiust the be! - -. . - - -  - - I  - "  
lows of the boot to its "natural" shape. 

Shift back from REVERSE to 1st - pushing stick 
firmly toward the right. You should not be 
able to engage 3rd or 4th gear when trigger 
i s  held up. 
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PERFORMA NCE 
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